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SPECIFICATIONS

Ordering Information

Standard Test Method

Performance

Condenser Temperature
Control:

TEMP & Volume
Measurement

Data transfer & Save

Measurements
Temperature

Ambient Pressure

Heater

DISPLAY

10” touch screen

Physical

Electrical Requirementsry

Dimensions
Weight

=
ASTM D86

Distillation of Petroleum Products at Atmospheric Pressure

product introduction

The Petro DIST according to ASTM D86. This Apparatus for
the distillation of petroleum products usese for all types of
Fuel, solvent and any liquid petroleum product ,As well as

group (1,2,3,4).

Model Petro DIST Atmospheric Distillation

ASTM D86 (group 0,1,2,3,4), EN ISO 3405
0° to 80°C ( 0.1 °C) operating temperature - liquid jacket

It is record user by touching the screen of the monitor from
IBP up to FBP

The results of each analysis can be print include (temperature,
Volume, pressure) and transferred to USB — number save

result in system unlimited

Measurement with pt-100 class A up to 450 °C

Built-in pressure sensor; Range: (550 to 800 mmHg)

1000W power

user interface with— Microprocessor control system

220 VAC - 2000 watts, 50/60 Hz
44 cm W x65cm D x 60 cm H (17.3 x 25.6 x 23.6 inches)
52 kg (114 Ibs)




